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A- 902A, RIICO Industrial Area, Phase III, Bhiwadi-301019. 

TCI 013 - UNIQUE POINT CHEMICAL INDICATOR FOR STEAM STERILIZATION (TYPE 5) 
 
                                                                INTENDED USE  

                                                                Testing the efficacy of autoclave sterilization processes. 
 

                                                                 PRODUCT FEATURE 

           TM Media Unique Point Chemical Integrator is a single-use Type 5 

Integrating Indicator that complies with ISO 11140-1:2014. It integrates 

the three critical variables required for steam sterilization: time, 

temperature, and steam. When processed with a load it indicates, with 

a margin of safety, whether the proper steam sterilization criteria have 

been achieved at the point of placement. 

 

 INDICATION FOR USE  

Use TM Media Unique Point Chemical Integrator for pack control monitoring of all 121~135℃ steam 

sterilization cycles. 

 

PERFORMANCE CHARACTERISTICS  

Color Change Conditions  Illustration 

 

 

   

TECHNICAL INFORMATION  

Weight of CI                            : 80-85g / pack 

Period of validity                   : 36 months 

Dimensions                               : 7 cm×2.2 cm 
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COMPLIANCE  

ISO 11140-1:2014 Sterilization of health care Products-Chemical Indicators-Part 1: General requirements. 

PACKAGING 

200 PCS/Box 
 

NOTE: Please consult the Material Safety Data Sheet for information regarding hazards and safe handling 
Practices. 
 

 *For Lab Use Only 
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